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Fountain’s

Fountain’s Abbey Family 

The fixtures in this family are constructed of heavy gauge steel 
and can be finished in any standard paint color. The standard 
lenses are white or ivory acrylic panels. 

Line drawing 
of PES 3051

•  WES 5961• •  CES 3051  ••  PES 3051  •

Great Hale

Pendant:    Cat. Number Diameter A Height B Crown C Hanging D Lamp Code Lamping Options

PES 3051 14.5” 29.0” 30.0” Specify NA 6-75W A-19

ND 6-75W A-19 + 1-300W R40 down

FA 4-39W compact fluorescent

FD 4-39W compact fluorescent + 1-300W R40 down

PES 3052 17.0” 34.5” 31.5” Specify NA 6-100W A-19

ND 6-100W A-19 + 1-500W R40 down

FA 4-50W compact fluorescent

  FD   4-50W compact fluorescent + 1-500W R 40 down

Ceiling: Cat. Number Diameter Height Lamp Code Lamping Options

CES 3051 15.0” 6.0” - NA 2-40W A-19

FA 2-26W compact fluorescent

CES 3052 19.0” 7.5” - NA 2-60W A-19

FA 2-32W compact fluorescent

Wall: Cat. Number Width Height Extension Lamp Code Lamping Options

WES 5961 7.0” 19.5” 4.0” NA 2-40W A-19

FA 1-13W compact fluorescent

WES 5962 8.0” 23.0” 5.0” NA 2-60W A-19

FA 1-18W compact fluorescent

A variety of custom metals, finishes, lens materials and lamping options are available upon request.


